
 
 

Fortress French Door 
 Standard Specification for internally beaded 

 
- Standard Plus Plan 60mm profile in accordance with BS7413 
- Manufactured by Stern Fenster in accordance with BS7412  
- Available in White, Mahogany, Sherwood & combinations 
- Standard outer frame, BLR80 to head and jambs with 

BLR56 to cill section. 
- Internally beaded sash for both open out and in. 
- FLR85 open in door sash, FLR105 open out door sash 
- 24/28mm double-glazed sealed units, to BS 5713 
- Standard scotia bead with internal glazing gasket – GD 253 
- Fully welded outer frame, sash and mid rail 
- Concealed or face drainage 
- Three multi-adjustable flag hinges 
- Lever/Lever & Lever pad option, key locking handle set 

(master and slave door) 
- Handle operated shoot-bolt locking to both doors 
- 4 rollers, 2 hook bolts, 2 anti jemmy bolts, 1 dead latch 

1 soft latch 
- Full height one piece keep 
- Schlegel gearing launched July 2nd 2001 

 
 
 
 
 
 
 

Castle French Door 
Standard Specification for internally beaded 

- Same specification as above except for the locking 
mechanism 

- Castle French doors have mushroom-headed espagnolette on 
the master door and finger bolts on slave door 

 
 
     REINFORCEMENT SPECIFICATION 
 
    - Mild galvanised steel to BS 2989 
    - Outer frame head and cill reinforced if >1500mm 

- Outer frame jambs both fully reinforced 
- Sash jambs both fully reinforced 

    - Mid rail fully reinforced (Except where letterbox required) 
 
 
 

Technical Data Sheet 


